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How to: Configure NCR 7875 Scanner/Scale Single RS232 cable for a MarketMaster 6.7.XX System.

The appropriate barcodes must be scanned in this order for the Scanner/Scale to communicate with the PC. If you scan a barcode out of order, scan the Abort code, remove power from your scanner for 30 seconds and start the programming process again.
COM PORT SETTINGS (Checkout Standard setup Com Info settings must match)

Com: The correct com port for your environment
Baud: 9600

Data Bits: 7

Stop Bits: 1

Parity:  ODD
Flow Control: RTS

1.  Default

2.  Program Mode

3.  Hex 1

4.  Hex 0

5.  Hex 5

6.  Save and Reset

7.  Program Mode

8.  Hex 2

9.  Hex 1

10. Hex 0

11. Hex 0

12. Hex 0

13. Save and Reset

14. Program Mode

15. Hex 2

16. Hex 2

17. Hex 1

18. Hex 5

19. Hex 3

20. Save and Reset

21. Program Mode

22. Hex 2

23. Hex 3

24. Hex 1

25. Hex 0

26. Hex D

27. Save and Reset
[image: image12.png]I g o ey m 25 BB im0 55 s T
MarnyviImaaivs




[image: image2.png]Programming Mode




[image: image3.png]Save and Reset




[image: image4.png]Abort




[image: image5.png]Hex 0




[image: image6.png]Hex 1




[image: image7.png]Hex 2




[image: image8.png]Hex 3




[image: image9.png]Hex 5




[image: image10.png]Hex D




[image: image11.png]


